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PPC-IK-Serie: PPCI-238-IKAL

23,8“ INDUSTRIAL PANEL PC

e 23.8“LED Touch 350 cd/m2

e Intel Core 12th Gen i3/i5/i7 (Fanless)

e 4-64GB RAM

e SP13 Connectors (LAN, COM, USB, DC-in)
e Aluminium housing

e integrated breather valve

e Optional: optical bonded Display

€ -20~70°C Operating Temperature
WY 7724H Working

Industrial grade components
long life cycle support

Rugged Aluminum alloy Full sealed,
Waterproof rate IP66/IP69K

Fanless design Heat dissipation shell
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10 point PCAP Shock And Vibration Dust-Proof Enclosure
Resistance
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Full IP66/IP69K Protection ~ Fanless & Cable-Free Design ~ Rugged Construction




Waterproof I1/O Connectors
The waterproof I/0O connectors prevent damaging water and dust

intrusion in hygienic washdowns.

Breather Valve |

Dimensions

< -3
\ i 2 oono00nntin
! 2 ; s 0000ooounoon
- 3 = 0000000000000
[ [-1 00. oo~J

352. 50

&

39.00—
Interface Definition:
B:Breather Valve

D:LAN {optional’

583. 00

A:Power Switch
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u G:USB (optional’

G.2xUSB2.0 H. Audio
I. Extension Switch J. Power Button
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Panel Cutout Dimensions: 520 x 312 mm (20.47 x 12.28 in)



12th Gen Intel CPU:

12th Gen Intel® 12th Gen Intel®
CPU 12th Gen Intel® Core™ i3-1215U Core™ {5-1235U Core™ j7-1255U
L2 Cache 10MB 12MB 12MB
TDP 15W 15W 15w

Intel® Iris® Xe Intel® Iris® Xe
Graphics Intel® UHD Graphics Graphics Graphics

System Chipset

Integrated With Intel® SoC

Memory 2 x DDR5 4800 MHz 8GB, Up to 64GB

1 x M.2 120G SSD (250G / 500G / 2TB SSD) /1 x 2.5"
Harddisk SATA
Network Intel® 226-V GbE LAN
Audio Realtek ALC897 Audio controller
TPM TPM 2.0

Software Programmable Supports 1~255 sec. System
Watchdog Timer Reset

Operation System

Windows 10/ 11, Linux, Ubuntu

VIDEO 1 x H-DMI ( Optional )

Ethernet 2 x SP13 Waterproof Giga LAN RJ45 Connector
USB 2 x SP13 Waterproof Connector For USB2.0
COM 1 x SP13 Waterproof Connector For COM

Wireless Network

Optional ( WiFi / Bluetooth / 4G / 5G )

Other I/O Interface

1 x Power Switch

1*M.2 ( Key-E, 2230, PCle+USB, Wifi+BT )

1*M.2 ( Key-B, 3042/3052, PCle/ USB 3.0+USB2.0,

M.2 4G/5G )
1*M.2 ( Key-M, 2280, NVMe/ SATA, SSD)
SIM Socket 1x SIM Socket
Display
LCD Size 23.8" (16:9)
Resolution 1920 x 1080
Brightness (cd/m?) 350 cd/m2
Contrast Ratio 1000:1
Backlight MTBF 30000 hrs

Viewing Angle

Touch Type

89/89/89/89 (CR>10) (L/R/U/D

10 point PCAP

Surface Hardness

>7H

1 x Panel-PC

1 x 60W PSU (Power Supply)

2 x SP13 Waterproof USB Cable 2M
1 x SP13 Waterproof COM Cable 2M
2 x SP13 Waterproof LAN Cable 2M




